
Description

Explosion proof Vat light luminaire with a
switch and a separable terminal chamber. A toughened
clear flat glass is sealed into a retaining frame is
secured to the main body .The insulators are mounted
in the terminal chamber along with the lamp holder.
The glass retaining ring is designed for mounting
directly on the vessel flange.

Type of protection          Explosionproof - Exd

Area Classification          Zone 1 & 2
Gas Groups                    Group II A ,II B
Apparatus Standard  IS-2148:2004(IEC 60079-1/2001)
CIMFR Certificate No.        CIMFR/TC/SR/H293
Approvals                      CCE,BIS

FLP Series

FLP 3114
FLAMEPROOF VAT LIGHT

Electrical Data

Mechanical Data

Material : Aluminium LM 6
Weight : 4.5 Kg
IP Protection : IP 65 as per IS:13947(Part-1)-1993/IEC 60529/1989
Finish : Epoxy powder coated
Cable Entry : 2 nos. 0.75"ET/ 0.5"NPT/ 0.5"BSP/ M20
Gasket : Neoprene
Hardware : Stainless Steel (SS-304)

Voltage V : 230 V AC , 50 Hz
Lamp : 60 OR 100 W GLS
ON - OFF Switch : 10 A Double pole rotary switch
Lamp Holder : ES 27- Porcelain lamp holder
Wiring : PVC Insulated 1.5 sq.mm stranded copper
Int. Terminations : 2 sq.mm crimping lugs
Earthing : Internal   2 No - M5

  External  1 No - M6
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GA Drawing

All dimensions are in mm

GL - Clear flat glass
NP - Name plate
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